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Aluminium SectionStainless Steel section

The Bordertec BSR is recommended to contour marble and stone balconies 
and terraces with a waterdrip finishing element. Its reversible section allows 
to match two different tiles’ thickness with the same reversible profile. 
Bordertec BSR is equipped with the necessary special pieces for a proper 
installation.
(One corner works also as two junctions) .

edge

BORDERTEC BSR-A* Powder Coated Aluminium
Profile coated on its entire surface with polyester powder.
Available in grey (A22), embossed micaceous grey (A50) and in embossed 
finishings (Modern Line*) .

External connection pieces:  Cod. BSRE-A22/A50
Joining pieces: Cod.BSRG-A22/A50

(**) article on request with a minimum quantity

BORDERTEC BSR-IL Stainless Steel Polished AISI 304 - DIN 1.4301 
Polished Stainless Steel AISI 304 ensures high resistance to corrosion.
External connection pieces:  Cod. BSRE-IL
Joining pieces: Cod.BSRG-IL

H=mm Art.

Material: 
Powder Coated Aluminium

10/35 BSR 10/35 A22/A50/A24**
A25**/A60**/A64**

15/30 BSR 15/30 A22/A50/A24**
A25**/A60**/A64**

Finish*: Grey (A22), 
Emboss. micaceous grey (A50),
Embossed corten (A60),
Emboss. pastel grey (A24),
Emboss. cement grey (A25),
Emboss. dark brown (A64)

20/25 BSR 20/25 A22/A50/A24**
A25**/A60**/A64**

20/40 BSR 20/40 A22/A50/A24**
A25**/A60**/A64**

Length: 2,70 metres
20/60 BSR 20/60 A22/A50/A24**

A25**/A60**/A64**

20/80 BSR 20/80 A22/A50/A24**
A25**/A60**/A64**

20/100 BSR 20/100 A22/A50/A24**
A25**/A60**/A64**

Material: 
Stainless Steel AISI 304

10/35 BSR 10/35 IL
15/30 BSR 15/30 IL

Finish: Polished  (IL) 20/25 BSR 20/25 IL

Length: 2,70 metres


